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Porter baseball backstops are available in 3 standards sizes: 20’H x 20’ wings x 30’ back, 30’h X 20’

wings x 40’ back, and 30’H x 40’ wings x 40’ back.  All steel construction features galvanized schedule 

40 pipe and 2” 9-gauge chain link fabric, and 2” x 12” Planking.  Backstops are also available in one of 

three different powder coat finish with matching bonded vinyl chain link fabric—Dark Green (pictured), 

Black, or Brown.

Warranty: 1 year from the date of installation.
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INHERENTLY STRONG PLANKING WITH PROPERTIES 
SUPERIOR TO THAT OF STANDARD PINE TO BETTER 
WITHSTAND BASEBALL IMPACT AND PROTECT LOWER 
SECTIONS OF CHAIN LINK FENCE FABRIC.

•HIGH QUALITY DOUGLAS FIR 2” X 12” PLANKING (THREE ROW 
HEIGHT PLANKING STANDARD, QUANTITY AND LENGTHS AS 
SPECIFIED BY SYSTEM MODEL)

•

APPROPRIATE SIZE SYSTEM CAN BE SELECTED FOR GAME 
LEVEL TYPE AND FACILITY REQUIREMENTS.

•MULTIPLE SIZE SYSTEMS (PBS1, PBS2, AND PBS3)•

HIGH STRENGTH, DURABLE CONSTRUCTION FOR YEARS OF 
SPECTATOR SAFETY AND TROUBLE-FREE SERVICE.

•2”-9 GA. GALVANIZED CHAIN-LINK FENCE FABRIC (STANDARD, 
OPTIONAL BONDED VINYL CHAIN LINK FABRIC AVAILABLE)

•

LATERALLY STABILIZED UPRIGHT SUPPORT POSTS AND 
REINFORCED CHAIN LINK FENCE FABRIC GRID PROVIDES 
EXCEPTIONAL STRUCTURAL INTEGRITY AND SAFETY.

•1-5/8” O.D. HEAVY-WALL HORIZONTAL RAILS WITH DIAGONAL 
CROSS BRACE RODS

•

RIGID, STRONG SUPPORT FOUNDATION FOR SECONDARY 
STRUCTURAL COMPONENTS – POST DIAMETER BASED ON 
SYSTEM MODEL—ENSURES PLAYER AND SPECTATOR 
SAFETY.

•HEAVY-WALL STEEL PIPE UPRIGHT SUPPORT POSTS•

SUPERIOR CORROSION RESISTANCE COORDINATED TO 
ENHANCE ATHLETIC FIELD APPEARANCE.

•GALVANIZED STEEL CONSTRUCTION (POWDER COAT FINISH 
OPTIONAL—DK GREEN (PICTURED), BLACK, OR BROWN).
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