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Baseball foul poles are located along the foul lines, and extend the foul lines vertically to provide a 

visual indication of fair versus foul territory.  Wing panels are located in fair territory, and increase 

effectiveness of foul poles.  Sold in pairs.  Foul poles available in 3 heights—20’, 30’, & 40’ and 2 

mounting styles—surface mount (shown above) or concrete footings (ground sleeve optional) version.

Warranty: 1 year from the date of installation.

HIGH STRENGTH AGAINST WIND RESISTANCE.•FOUL POLES ARE MADE OF HEAVY-DUTY STEEL PIPE.

PANELS ARE DURABLE AGAINST BALL STRIKES.  BOLT-ON 
DESIGN MAKES INSTALLATION OF FOUL POLES EASIER.

•BOLT-ON 13” WIDE WING PANELS INCORPORATE EXPANDED 
METAL FABRIC ON A TUBULAR FRAME.
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PROVIDES HIGH VISIBILITY DAY OR NIGHT.•ENTIRE PRODUCT IS FINISHED IN A DURABLE POWDER-
COATED BRIGHT YELLOW FINISH.

•

ALLOWS FOR CLEARANCE OF OUTFIELD FENCING.•WING PANELS START 8’ ABOVE GRADE.•

SEVERAL MOUNTING OPTIONS ACCOMODATES PERMANENT, 
SEMI-PERMANENT, OR SEASONAL INSTALLATION.

•THREE METHODS OF INSTALLATION ARE AVAILABLE: 
IN CONCRETE FOOTINGS, WITH OPTIONAL GROUND 
SLEEVES, OR SURFACE-MOUNT.

•

PROVIDES OPTIONS FOR CUSTOMER, TO ACCOMMODATE 
VARIOUS SKILL LEVELS OF PLAYERS.

•AVAILABLE IN THREE HEIGHTS:

20’ (4-1/2”Æ), 30’ (5-9/16”Æ), 40’ (6-5/8”Æ)
•
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