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Unlike standard batting cage systems, Porter’s new indoor bottom lifting batting cage eliminates the 

tedious task of manually lifting the cage netting on top of the perimeter frame before raising it to the 

storage position, saving time and facility resources. Conversely, the cage is lowered stopping 

automatically at its preset height setting ready for play without any other setup requirements.  Available 

in standard size of 10’high x 12’wide x 70’long, with 1” square polypropylene #420 black mesh netting.

Warranty: 1 year from the date of installation.
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COSTLY PERIODIC MAINTENANCE IS AVOIDED; DESIGNED 
FOR YEARS OFTROUBLE FREE SERVICE.

•MAINTENANCE FREE HEAVY-DUTY CABLE DRUM/ LINE SHAFT 
ARRANGEMENT

•

ENHANCES SAFETY BY EMITTING AN INTERMITTENT 
WARNING TONE DURING CAGE OPERATION

•STANDARD AUDIBLE MOTION ALARM (120 VOLT OPERATORS)•

CAGE NETTING PERMITS BOTH BATTING AND GOLF 
PRACTICE.  HIGH TENSILE STRENGTH MATERIAL FOR YEARS 
OF USE.

•1” SQUARE KNOTLESS POLYPROPYLENE #420 BLACK MESH 
NETTING WITH PERIMETER REINFORCEMENT

•

HIGH TORQUE WINCH ASSEMBLY WITH INTEGRAL LIMIT 
SWITCHES SAFELY LIFTS AND LOWERS CAGE.

•3/4 H.P., 120 VOLT, SINGLE PHASE ELECTRIC WINCH 
OPERATOR WITH THERMAL OVERLOAD PROTECTION

•

DURABLE FRAME ASSEMBLY PROVIDES EXCELLENT 
CORROSION AND IMPACT RESISTANCE.

•HEAVY WALL ELECTRO-PLATED PERIMETER FRAME TUBING 
WITH SPECIALIZED CONNECTORS

•

INDUSTRY STANDARD CAGE SIZE FOR COMPABILITY WITH 
MOST FACILITIES.

•10’-0” HIGH x12’ WIDE  x 70 ’LONG CAGE FRAME (SPECIAL 
SIZES AVAILABLE – CONSULT FACTORY)

•

TIME CONSUMING TASK OF MANUALLY STAGING NETTING ON 
CAGE FRAME IS ELIMINATED.

•EASY, SINGLE STEP RAISING AND LOWERING OPERATION•


