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Warranty: Structure & Nets: 1 year from the date of installation.
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WALL ATTACHMENT SYSTEM INSTALLS WITH MINIMUM 
CLEARANCE REQUREMENTS.  CEILING RETRACTION 
CLEARANCE IS NOT A CONCERN.

•IDEAL GOLF/BATTING CAGE FOR FACILTIES WITH LOW 
CEILING OR ATTACHMENT HEIGHTS

•

OPERATION TRAINING TIME IS REDUCED AND EXPENSIVE 
ELECTRICAL WIRING IS NOT REQUIRED.

•SIMPLE TO USE MANUALLY OPERATED SYSTEM•

PADS COMPENSATE FOR WALL IMPERFECTIONS, ANCHOR 
ALIGNMENT AND FITTINGS ADJUSTMENT.

•2” x 8” x 2’-0” LG. SOUTHERN YELLOW PINE WOOD PADS WITH 
CLEAR POLYURETHANE FINISH

•

INDUSTRY STANDARD CAGE SIZE FOR COMPABILITY WITH 
MOST FACILITIES.

•10’-0” HIGH x12’ WIDE  x 70 ’LONG CAGE (SPECIAL SIZES 
AVAILABLE – CONSULT FACTORY)

•

HIGH STRENGTH CABLE FOR RELIABLE SERVICE.  
TURNBUCKLES PERMIT CABLE TO BE TENSIONED AND 
ADJUSTED (MAXIMUM SPAN 100’-0”).

•1/4” DIA. GALVANIZED AIRCRAFT CABLE (7000 LB BREAKING 
STRENGTH) WITH TURNBUCKLE ADJUSTMENT HORIZONTAL 
CAGE SUPPORT

•

CAGE NETTING PERMITS BOTH BATTING AND GOLF 
PRACTICE.  HIGH TENSILE STRENGTH MATERIAL FOR YEARS 
OF USE.

•1” SQUARE KNOTLESS POLYPROPYLENE #420 BLACK MESH 
NETTING WITH PERIMETER REINFORCEMENT

•

Porter’s Cable Tension Indoor Batting Cage is an ideal solution for maximizing space in mezzanines 
or other gymnasium locations with low ceiling heights.  This economical 10’-0” high x 12’-0” wide x 
70’-0” long 1” square mesh netting cage is suspended with a wall supported cable system that spans 
horizontally wall to wall.  Precision bearing cable roller carrier glides allow the batting cage to be 
easily extended or retracted.  The cage can be used for either batting or golf practice, and neatly 
stored against a wall when not in use.


