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This sleeve type ball stop system is great for keeping balls in the immediate area of play.  System can 

be formatted across the court (length) or along the court (width).  The system consists of internally 

ribbed aluminum alloy upright posts, 8’-0” high x 27’-0” long 1-7/8” square black nylon nets, floor 

sleeves, net tension winches, and protective padding.  Standard kits are available in Court Length 

(BS01L, 3 nets) or Court Width (BS01W, 2 nets) configuration. 

. 
�������
�������


DURABLE VELCRO ATTACHED PADS COVER POSTS AND 
TENSION HARDWARE TO A HEIGHT OF 5’-8” TO INCREASE 
PLAYER SAFETY.

•STANDARD 1-1/2” THICK RED VINYL COVERED PROTECTIVE 
PADDING AT EACH UPRIGHT POST

•

SLEEVES POSITIVELY RETAIN UPRIGHT POSTS.  COVER 
PLATES CONCEAL SLEEVE CAVITIES WHEN SYSTEM IS NOT IN 
USE.

•3-3/4” O.D. x 9” DEEP FLOOR SLEEVES WITH 5” DIA. BRASS 
COVER PLATES (BS01L – QTY. 4, BS01W – QTY. 3)

POSITIVELY TENSIONS NET CABLE AT 8’-0” HEIGHT FOR A 
DEFLECTION-FREE CLEAN APPEARANCE.

•HEAVY-DUTY RATCHET STYLE NET TENSION WINCH•

STRAPS SECURE NET TO POSTS ALLOWING FOR FAST 
INSTALLATION / REMOVAL.

•HOOK AND PILE NET ATTACHMENT STRAPS•

NETS EFFECTIVELY STOP BALLS WITHOUT LIMITING 
VISIBILITY BETWEEN COURTS.

•HIGH QUALITY 8’-0” x 27’-0” LONG 1-7/8” SQUARE #504 BLACK 
NYLON NETS

LIGHTWEIGHT POSTS WITH INTERNAL REINFORCING RIB 
PROVIDES MAXIMUM RIGIDITY UNDER TENSION.

•POWR-RIB® II ANODIZED ALUMINUM ALLOY EXTRUDED 
UPRIGHT POSTS. 

BS01L

Warranty: Structure & Nets: 1 year from ship date.

BS01W


