Wall-mounted TouchPad control system takes the place of conventional key switches to raise and lower
electrically operated devices. An auxiliary power control feature is included to control electrical power to
equipment such as lighting, scoreboards, and the like. To speed up gymnasium equipment setup time, the
Powr-Touch® 2.5 system can control up to eight pieces of equipment simultaneously (backstops, electric height
adjusters, overhead volleyball, etc.), and up to four curtains simultaneously.

DIGITAL TOUCHPAD ELIMINATES THE NEED FOR KEYS AND
ALLOWS OPERATION OF UP TO 160 DEVICES

NO KEYS TO REMEMBER OR MISPLACE. TOUCHPAD’'S FOUR
DIGIT PROGRAMMABLE CODE ALLOWS EASY ACCESS TO
AUTHORIZED INDIVIDUALS.

STRATEGIC CONTROL PANEL PLACEMENT REDUCES,
NUMBER OF REQUIRED CIRCUITS, WIRING-RUN DISTANCE,
AND CONDUIT RACEWAY MATERIAL.

SUBSTANIAL INSTALLATION COST SAVINGS OVER
TRADITIONAL KEY SWITCH CONTROLLED SYSTEMS

ABILITY TO CONTROL EIGHT BACKSTOPS OR FOUR CURTAINS
SIMULTANEOUSLY FROM ONE TOUCHPAD LOCATION

SUBSTANTIALLY REDUCES EQUIPMENT SETUP TIME OVER
CONVENTIONALLY CONTROLLED SYSTEMS—SPEND MORE
TIME COMPETING AND LESS TIME SETTING UP.

EACH SYSTEM CONTROLPANEL CAN CONTROL EIGHT
UP/DOWN DEVICES AND TWO AUXILIARY DEVICES (REQUIRES
TWO CIRCUITS FROM BREAKER PANEL)

ONE CONTROL PANEL CAN ACCOMMODATE MOST
GYMNASIUM CONFIGURATIONS WHILE OFFERING EXPANSION
CAPABILITIES IF NECESSARY.

16 PANELS CAN BE NETWORKED TO CONTROL UP TO 128
UP/DOWN DEVICES AND UP TO 32 AUXILIARY DEVICES (7
TOUCHPADS MAXIMUM PER NETWORK)

SIMPLE SYSTEM EXPANSION ALLOWS CONTROL PANELS OR
TOUCHPADS TO BE ADDED TO MEET FACILITY EQUIPMENT
QUANTITY REQUIREMENTS.

CUSTOM EQUIPMENT LEGEND PROVIDED AT EACH
TOUCHPAD LOCATION

ALLOWS USER TO IDENTIFY EACH PIECE OF EQUIPMENT BY
ITS CORRESPONDING NUMBER.

LOW VOLTAGE CONTROL WIRING AT TOUCHPAD
LOCATION(S)

INCREASES LEVEL OF SAFETY WHILE SIMPLIFYING WIRING
REQUIREMENTS

Warranty: 1 year from the date of installation.




